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D-Sub — Housing range for subminiature D connectors
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Thermoplastic top and side entry hoods
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with knurled screws .. ......... ... ... .. ... ...
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Housings for D-Sub waterproof (IP 67) see chapter 06
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D-Sub  DIN 41652 - CECC 75301-802 - IEC 60807

HARTING — Guarantee a secure connection

Modern electronic applications demand a HARTING offer many solutions. These utili-
high degree of mechanical and electrical se various combinations of male and fema-
security. le connectors with hoods, featuring either
To meet these requirements, continuous screw locking or latching facilities.

screening from the cable to the PCB via
the connector is achieved by using state of
the art components to DIN 41 652.

Male connector with dimples

Screw lock _

Cable with protective

screen
\

Strain relief — = %7

Metallized hood

Female connector with
protective metal shell

Spring latch

Strain relief

Cable with
protective
screen

Metallized hood

HARTING

Only 2 examples are shown:

e Continuous security screening and
grounding with screw locking and
metallized hood.

* Continuous grounding and vibration
proof latching system with metallized
hood.

Female connector with
protective metal shell

Grounding contact between protective
metal shell and PCB

[
\@/ Male connector with dimples
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Connector hoods for screw locking

alternative
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D-Sub :

Top and side entry hoods with knurled screws

No. of
Identification contacts Part No. Drawing Dimensions in mm

Top entry hood

Black thermoplastic

A1 | A2 | B | C1 | C2 |max.@ 1|max. D 2
9 |31.5|32.5| 15 | 34 | 38 8.0 11.5
15 [40.0(/41.0| 15 | 34 | 38 11.5 115
25 (53.5|54.5| 15 | 40 | 40 11.5 115
37 |71.0|/71.0| 15 | 40 | 40 11.5 11.5

9 09 67 009 0424
15 09 67 015 0424
25 09 67 025 0424

37 09 67 037 0424 50 |67.5 19 | 40 14.0
50 09 67 050 0424 C1: non-metallized C2: metallized
'4”‘ max. @
is T 33
= = T 43
U max. @ 2 2 g E 53
Top entry hood = / ¢ | @ )
q o 1
Metallized
thermoplastic /
9 09 67 009 0425 5\: max. @
15 09 67 015 0425 ! — : = T
25 0967 0250425 i j e
37 09 67 037 0425 N ‘ 103
" Thread UNC 4-40 Cut appropriate cable entry
B — to fit actual cable diameter
Top and side N " el
entry hood

Black thermoplastic

9 09 67 009 0434
15 09 67 015 0434
25 09 67 025 0434
37 09 67 037 0434"

=
0

Top and side
entry hood
Metallized 9 09 67 009 0435
thermoplastic 15 09 67 015 04352
25 09 67 025 04352
37 09 67 037 0435"
~——4-40 UNC
A
Grommet max. @ max. @

for top and side entry T 33 + 13
black th lasti T ! Y
e 09 67 001 9968 EE Fa

163 ‘ 1= 103

) 37 ways is only side entry
2) Cable clamp kit for two outputs is available with part no. 09 67 001 9988 (it includes: screw, metal clamp, plastic insert and grommet)



http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670090424language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670150424language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670250424language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670370424language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670500424language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670090425language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670150425language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670250425language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670370425language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670370434language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670250434language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670150434language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670090434language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670090435language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670150435language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670250435language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670370435language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670019968language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670019988language=e

D-Sub

Side entry hoods with knurled screws

No. of
Identification contacts Part No.
Hood"
grey thermoplastic 9 09 67 009 0571
RAL 7032 15 09 67 015 0571

25 09 67 025 0571
37 09 67 037 0571
50 09 67 050 0571

grey thermoplastic

with internal
tin-plate screening 9 09 67 009 0573
15 09 67 015 0573
25 09 67 025 0573
37 09 67 037 0573
50 09 67 050 0573
9-37 way

for packaging density
of 3TE (15.24 mm)

Knurled screw

Thread UNC 9-50 096700099714
Thread M3 0967001 9965*
Thread UNC 9-50 0967001 9978
Thread M3 09670019977
Tooling®)

for assembly

of hoods
Top part 09 99 000 0215*
Bottom part 09 99 000 0216*

* Not normally kept in stock

) Order knurled screw separately

2) Before assembling the hood, the knurled screws
must be inserted into the lower hood part.

Drawing

max.38,05 —

g,
g —
= > HGE)
|
9
>2Of
8‘(&/ /<?u>

L. = 2
11 fim

ke

e
b

o W N i

: ey gl
mgx. b c mgx.

15 13962 | 333 | 15 Q@ 9.1
25 |53.52| 47.0 15 2115
37 169.80 | 63.5 15 @12.8
50 |67.41| 61.1 19 @145

Grey head / Tinned metal part

1

820,1 21,9-01

oo| 80,1
o

g5

o o

Full metal part

8,8-0.1
457,

@/5)

)

HARTING

Dimensions in mm
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3) For retained nut when using slide lock or female screw lock

49 way 1 per hood — 15-50 way 2 per hood

5 Screw driver type ISO PH 1 for philips screw No 1 ISO norm 4757

6) Additional tooling (bench press) see chapter 32


http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670090571language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670150571language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670250571language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670370571language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670500571language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670500573language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670370573language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670250573language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670150573language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670090573language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670009971language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670019965language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670019978language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670019977language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09990000215language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09990000216language=e
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D-Sub :

Top entry hoods with knurled or locking screws

No. of
Identification contacts Part No. Drawing Dimensions in mm

Hood

Black thermoplastic
with short locking
screws 9 09 67 009 0442

15 09 67 015 0442 15-50
25 09 67 025 0442 = ] i
37 09 67 037 0442 1
50 09 67 050 0442 A
1
e
4-4L0UNC
Hood 'l
Metallized thermo- F o

plastic with short 1
locking screws 9 09 67 009 0443

15 09 67 015 0443

25 09 67 025 0443 a b c d e
37 09 67 037 0443 min. | max.
50 09 67 050 0443 15 | 40.0 | 34.7 | 152 | 33.3 | 3.3 8.5

25 | 532 |39.7 | 152 | 470 | 3.5 | 11.0
37 | 70.0 | 39.7 | 152 | 63.5 | 3.5 | 11.0
50 | 675 |39.7 | 182 | 61.1 | 93 | 12.0

Knurled screw

for metallized hood
Thread UNC 9-50 09 67 000 99252
Thread M3 9-50 09 67 000 99302

1) Use of knurled screws is possible. Please order separately
2) Order 2 for each hood



http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670090442language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670150442language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670250442language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670370442language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670500442language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670500443language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670370443language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670250443language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670150443language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670090443language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670009925language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670009930language=e

D-Sub

Full metal top and side entry hoods with knurled screws

No. of
Identification contacts Part No. Drawing

Top entry hood ‘_'_'_aﬂ

9 09 67 009 034 |.
15 09 67 015 034 |. 15,5
25 09 67 025 034 |.

37 09 67 037 034 |.

Please insert digit for

Bl
Jli

"\ 4-40 UNC or M3
A

Dimensions in mm

Poles A B
9 31.2 | 39.9
15 395 | 415
25 53.4 | 48.6
37 69.7 | 53.6

Grommet set halves

9" 09 67 009 033 |.
15 09 67 015 033 |.
25 09 67 025 033 '.
37 09 67 037 033 |.

Please insert digit for

Grommet set halves

screw option

Knurled screw,
thread L | I

screw option ah Grommet dimensions
Knurled screw, o Number | Diameter
thread i imim S imim Y - G
. |4':'° UNCI 3 T L] T 1 2 5.0
nuried screw,
thread M3 > 8 ‘ 2 13-8
b1 d .
1 2 3 4 5 5 10.2
Side entry hood $11.8
/4
®
l Poles A B
— 9 |31.0 ] 38.0
15 | 40.5 | 41.1
"\ 4-40 UNC or M3 25 | 587|418
15,5 37 | 69.8 | 41.8

Grommet dimensions

Number | Diameter

4-40UNC D> 3 C T I L1
Knurled screw, b4 hd ?

thread M3 > 6

1 2 3

1) 9 pole hood provided with only one screw on the opposite side of the cable entry.

1

4.0

5.0

7.0

10.0

a|h (Wi

10.2

D-Sub-H
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http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=0967009034?&language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=0967015034?&language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=0967025034?&language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=0967037034?&language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=0967037033?&language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=0967025033?&language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=0967015033?&language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=0967009033?&language=e
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D-Sub

Full metal top and side entry hoods
with short screws

No. of
Identification contacts Part No.
Top entry hood
9
15
25
37
Please insert digit for screw option
Knurled screw,
thread 4-40 UNC > 4
Knurled screw, thread M3 » 9
Side entry hood
9
15
25
37

Please insert digit for screw option

Knurled screw,
thread 4-40 UNC b 4

Knurled screw, thread M3 » 5

Drawing

09 67 009 034 |
09 67 015 034 |
09 67 025 034 |
09 67 037 034 |

09 67 009 033 |
09 67 015 033 |
09 67 025 033 |
09 67 037 033 |

HARTING

© ©
OGS
m
|
I
L I
4-40 UNC
or M3
15,4 A
J F1
Poles | A B C Min. | Max. QF2|OF3
9 |31.8[42.4 208 3.0 95| 6.5 =
15 [40.3|43.5(23.3| 3.0 85| 6.5 [ 125
25 | 54.0|47.7|31.7| 3.0 85| 80 [125
37 | 702|504 |48.2| 3.0 |12.0| 9.0 | 15.0

* Cable diameter without rubber bushing = @ F1
Cable diameter with rubber bushing =@ F2
Cable diameter without rubber bushing
and without cable reduction plate =0 F3

4-40 UNC
or M3

a F1
Poles| A B C Min. | Max. OF2|OF3

9 [31.8|424(20.8| 3.0 95| 6.5 =
15 [40.3|43.5|23.3| 3.0 85| 6.5 [ 125
25 | 54.0|47.7|31.7| 3.0 85| 8.0 | 125
37 | 702|504 |48.2| 3.0 | 12.0| 9.0 | 15.0

* Cable diameter without rubber bushing = @ F1

Cable diameter with rubber bushing =@ F2
Cable diameter without rubber bushing
and without cable reduction plate =0 F3



http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=0967037034?&language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=0967025034?&language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=0967015034?&language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=0967009034?&language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=0967009033?&language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=0967015033?&language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=0967025033?&language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=0967037033?&language=e

D-Sub

Full metal top and side entry hoods
with different screw options

No. of
Identification contacts
40° side entry hood
9
15
25
Top/side entry hood
9
15
25
37
50
Please insert digit for screw option
Knurled screw,
thread 4-40 UNC » 0
Hexagonal screw, thread M3 » 1
with captive washer
Hexagonal screw, thread 4-40 UNC »> 2
with captive washer
Knurled screw, thread M3 » 3
InduCom 9 hood
with straight entries
Hexagonal screw, thread 4-40 UNC 9
Hexagonal screw, thread M3 9

" Part no. contains two blanking pieces

Part No.

6103001 . 018
6103001 . 014
6103001 . 015

6103001 . 01C
6103001 . 01€
6103001 . 017"
6103001 . 01€"
6103001 . 01¢"

66 67 009 034€

66 67 009 0347

o

HARTING

Dimensions in mm

Drawing

oy M8x 250

f 7,

kDa

No. of

contacts . £ C .
9 31.0 | 25.0 | 35.0 | 15.0
15 39.3 | 33.3 | 35.0 | 15.0
25 53.0 | 47.0 | 35.0 | 15.0

cc,)\lr?t'a?:is cab{\éoér?tfries A B c D

9 1 (top) 31.0 | 25.0 | 38.0 | 15.0
15 1 (top) 39.5 | 33.3 | 35.0 | 15.0
25 3 53.0 | 47.0 | 43.0 | 15.0
37 3 69.5 | 63.5 | 43.0 | 15.0
50 3 672 | 61.6 | 43.0 | 17.8

‘ g

— U == T

25

3

Accessories see page 07.14

2 cable entries

D-Sub-H
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http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=6103001?013&language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=6103001?014&language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=6103001?015&language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=6103001?010&language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=6103001?016&language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=6103001?017&language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=6103001?018&language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=6103001?019&language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=66670090346&language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=66670090347&language=e

D-Sub-H
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D-Sub

Connector hoods for spring or slide locking

=
X
@

HARTING



D-Sub

Thermoplastic top
and side entry hoods

1) 9 poles is only side entry
Accessories see page 07.12

No. of
Identification contacts
Top entry hood
9
15
25
37
50
9-37 way
for packaging density
of 3TE (15.24 mm)
Side entry hood
9
15
25
37
50
9-37 way
for packaging density
of 3TE (15.24 mm)
Top and side entry
hood ")
9
15
25
37
50

for spring or slide locking and accessories

Part No.
Thermoplastic Thermoplastic
grey metallized
09 67 009 0411 09 67 009 0413
09 67 015 0411 09 67 015 0413
09 67 025 0411 09 67 025 0413
09 67 037 0411 09 67 037 0413
09 67 050 0411 09 67 050 0413

Thermoplastic
grey

09 67 009 0511
09 67 015 0511
09 67 025 0511
09 67 037 0511
09 67 050 0511

Thermoplastic
black

09 67 009 0452
09 67 015 0452
09 67 025 0452
09 67 037 0452
09 67 050 0452

Thermoplastic
metallized

09 67 009 0513
09 67 015 0513
09 67 025 0513
09 67 037 0513
09 67 050 0513

Thermoplastic
metallized

09 67 009 0453
09 67 015 0453
09 67 025 0453
09 67 037 0453
09 67 050 0453

Drawing

HARTING

Dimensions in mm

& by b2 e d | min. [ max.

9 |31.0| 23 28 (128 | 10 | 5.75| 9.0
15 | 394 | 28 28 | 128 | 10 | 5.75 9.0
25 | 53.3 | 34 34 | 128 | 14 | 5.75 9.0
37 | 69.7 | 43 43 | 128 | 20 | 5.75 9.0
50 | 67.1 41 41 158 | 20 [575| 11.6

& e d min. emax.

9 |31.0|154 | 7 1.7 | 75
15 | 394|154 | 7 1.7 | 8.0
25 | 532 (154 | 9 15 | 8.0
37 |695(154| 9 1.5 | 8.0
50 | 67.0[179 ]| 9 1.5 | 8.0

D-Sub-H
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http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670090411language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670150411language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670250411language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670370411language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670500411language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670500413language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670370413language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670250413language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670150413language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670090413language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670090513language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670150513language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670250513language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670370513language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670500513language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670500511language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670370511language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670250511language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670150511language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670090511language=e
http://www.harkis.harting.com/cgi-win/sbhtml.dll?crq_qs?&search=09670090452language=e
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D-Sub

Thermoplastic top

Identification

Spring latch

Fixed latch

Slide locking device

Locking bolt

) Order 2 for each connector

and side entry hoods
for spring or slide locking and accessories

HARTING

No. of
contacts Part No.

corrosion resistant steel

9-50 09 67 000 99077
corrosion resistant steel

9-37 09 67 001 99717

50 09 67 001 99727
corrosion resistant steel

9 09 67 000 9914

15 09 67 000 9915

25 09 67 000 9916

37 09 67 000 9917

50 09 67 000 9918

tinned
9-50 09 67 001 99737

Drawing

Dimensions in mm

L—_ /——7"*77—_—\_
Gl iz
4-40UNC
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i el bl
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9 | 35.6|25.0|12.0| 10.0
15 | 44.0 | 33.3|12.0 | 10.0
25 [ 57.8]|47.0[12.0]10.0
37 | 74.3]|63.5|12.0|10.0
50 [72.0]61.1 | 14.8 | 13.5

)

S’ L
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D-Sub

Full metal top and side entry hoods

No. of
Identification contacts
Top/side entry hood with
spring/slide locking
9
15
25
37
50
Spring latch
corrosion resistant steel
9-50
Fixed latch
corrosion resistant steel 0-37
50
Slide locking device
corrosion resistant steel
9
15
25
37
50
Locking bolt
tinned
9-50

" Part no. contains one blanking piece
2 Part no. contains two blanking pieces
3 Order two for each connector

for spring or slide locking and accessories

Part No.

61 03 001 0022"
61 03 001 00112
61 03 001 00122
61 03 001 00212
61 03 001 0020?

09 67 000 9907°)

09 67 001 99713
09 67 001 9972%)

09 67 000 9914
09 67 000 9915
09 67 000 991€
09 67 000 9917
09 67 000 9918

09 67 001 99733

Drawing

HARTING

Dimensions in mm

FDA
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15 3 39.0 | 30.6 | 40.0 | 14.8
25 3 53.0 | 42.6 | 40.0 | 14.8
37 3 69.5 | 59.2 | 40.0 | 14.8
50 3 67.0 | 55.0 | 40.0 | 17.6
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Further accessories see page 07.14
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D-Sub

Accessories for full metal hoods

Identification

Crimp flange

Hoods for
9-37 pole
D-Sub

61 03 000 0062
61 03 000 0063
51 03 000 0064
61 03 000 0065
61 03 000 0066
61 03 000 0166
81 03 000 0067
61 03 000 0068
61 03 000 0069
61 03 000 0070
81 03 000 0071
61 03 000 0165
61 03 000 0072

Part No.

Hoods for
50 pole
D-Sub

61 03 000 5062
61 03 000 5063
61 03 000 5064
61 03 000 5065
61 03 000 5066
61 03 000 5166
61 03 000 5067
61 03 000 5068
61 03 000 5069
61 03 000 5070
61 03 000 5071
61 03 000 5165
61 03 000 5072

Crimp ferrule

Cable clamp

61 03 000 0045
61 03 000 004€
61 03 000 0047
61 03 000 0048
61 03 000 0048
61 03 000 0050
61 03 000 0051
61 03 000 0052
61 03 000 0053
61 03 000 0054
61 03 000 0055
61 03 000 0056
61 03 000 0057
61 03 000 0058
61 03 000 0142
61 03 000 0059
61 03 000 0127
61 03 000 0060
61 03 000 0061

HARTING

D3

Drawing Dimensions in mm

D1 D2

3.0 4.0

3.5 4.5

4.0 5.0

45 55 B
5.0 6.0 . oy
55 6.5

6.0 7.0 =
6.5 7.5

7.0 8.0

7.5 8.5

8.0 9.0

8.5 9.5

9.0 | 10.0

D3 | D4

50 | 6.0

55| 6.5

6.0 | 7.0

65| 7.5

70 | 80

75 | 85 .
80| 9.0 m

85| 95

. _

9.0 | 10.0

9.5 | 10.5 W

10.0 | 1.0 “
105 | 11.5 D4

11.0 | 12.0

115 | 12,5

12.0 | 13.0
125 | 13,5
13.0 | 14.0
13.7 | 15.0
14.0 | 15.0

cable-@ appr. 5- 7 mm
cable-@ appr. 7-10 mm
cable-@ appr. 10-12 mm
cable-@ appr. 11-14 mm

Blanking piece

for hoods

61 03 000 0141
61 03 000 0044
61 03 000 0143

61 03 000 0042

61 03 000 0145

61 03 000 0041

Hexagonal screw
thread 4-40 UNC x 17.5-
8.8 with captive washer

thread M3 x 17.5-8.8
with captive washer

Knurled screw

thread 4-40 UNC
thread M3

09 67 002 9020

09 67 002 9019

09 67 002 9018
09 67 002 9017
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