
RS Stock number 110-2804 

Description: 
A fully screened robust range of DIN connectors for use in 
instrumentation and audio applications. Available in non-
reflective electrically conductive matt black. Robust 
construction incorporating cable grip and strain relief. 

Dimensions: mm 

RS, Professionally Approved Products, gives you professional quality parts across all products categories. Our range has 
been testified by engineers as giving comparable quality to that of the leading brands without paying a premium price. 
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http://uk.rs-online.com/web/p/din-connectors/1102804/?searchTerm=1102804&relevancy-data=636F3D3126696E3D4931384E525353746F636B4E756D6265724D504E266C753D656E266D6D3D6D61746368616C6C26706D3D5E5C647B367D247C5E5C647B377D247C5E5C647B31307D2426706F3D313426736E3D592673743D52535F53544F434B5F4E554D4245522677633D4E4F4E45267573743D3131303238303426
http://uk.rs-online.com/web/p/din-connectors/1102804/?searchTerm=1102804&relevancy-data=636F3D3126696E3D4931384E525353746F636B4E756D6265724D504E266C753D656E266D6D3D6D61746368616C6C26706D3D5E5C647B367D247C5E5C647B377D247C5E5C647B31307D2426706F3D313426736E3D592673743D52535F53544F434B5F4E554D4245522677633D4E4F4E45267573743D3131303238303426
http://uk.rs-online.com/web/p/din-connectors/1102804/?searchTerm=1102804&relevancy-data=636F3D3126696E3D4931384E525353746F636B4E756D6265724D504E266C753D656E266D6D3D6D61746368616C6C26706D3D5E5C647B367D247C5E5C647B377D247C5E5C647B31307D2426706F3D313426736E3D592673743D52535F53544F434B5F4E554D4245522677633D4E4F4E45267573743D3131303238303426


Specifications: 
 
Housing:                                   Zinc Allow, non-reflective matt black plated 
                                                   over copper  
Moulding:                                 Nylon 
Contacts:                                  Brass silver plated 
Cable Clamp:                            Mild Steel Zinc Plated 
Grommet:                                 Black P.V.C 
Rated Voltage:                         34 V a.c or d.c  
Current Rating:                        2A 
Test Voltage:                            500V r.m.s 
Capacitance (mated):             3pF 
Climatic category:                   25/070/21 
Temperature Range:               -25°C to +70°C 
Damp heat, steady state:       21 days 

RS, Professionally Approved Products, gives you professional quality parts across all products categories. Our range has 
been testified by engineers as giving comparable quality to that of the leading brands without paying a premium price. 
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