
Probe Characteristics

ModeI P6020 P6040 P6060 P6100 P6150 P6200

BandWidth 20MHz 40MHz 60M Hz 100MHz 150MHz 200MHz

Rise time 175ns 875ns 58ns 35ns 23ns 1 75ns

Attenuation Ratio 1X&10X

Input Resistance 1MΩ/10MΩ ±2%

Input CapacⅡance
1X∶ 70pF~120pF

10X∶ 14~18ρ F 10X∶ 13~17pF

MaXimum lnput 1X∶ 200Vˇ ork ng Vo tage(VPP) 10X600VVork ng Vo"age(Vpp)

Compensation Range 15~45pF 10~35pF

operation EnVironme"t o~50° C`0~80%RH

storage Environment 2̈0~6σC`0~90%RH

size 110± 2Cm
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P60001X&10X osciIloscope Probe
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Accossory κit

Item Description 1PC引 围 2PCs`圊

1 Retractable Hook Tip 1 2

Adlustment Tool 1

LOcating sleeve 2

4 Marker Rings 8

Ground Lead 1

Ground spring(Above1o0M Hz) 1



Frequency Compensation
Before taking any measurements using a probe,first check the
compensation of the probe and adjust it to match the Chonnel
inputs 卜刀ost osc"loscopes have a square wave reference signal
ava"able at a terminal on the front panel used to compensate the
probe Connectthe probe to the signalsource on your osc"loscope
Setthe probe to10X pos"ion Adjust trimmer unti丨 seeing刊 at-top
square Wave on the disp丨 ay

IncorreCt Incorrect Correct

VoItage vs Frequency Rating Curˇ e

Accessories and Features
P6000is provided with several accessories designed to make probing and
measurelη ent simper Please take a momentto fami"arize yourselfˇvith

these accessories and heir uses

sⅡ de switch:Usethe sⅡde
sWitch to set probe attenuation

C
0
o
0
0
0浓

∞
∞

硐
∞
⒛

Ground Lead:Use the aHigator c"p to
attach the probe to a ground reference

Hook Tip;Retractab|e hooktip

Compensation Trimmer:Forfrequency
compensation adjustment n10X mode

BNC ConneCtor:Connectto the osc"loscope
mea$uring channel

Adjustment Too"Use the adjustmenttoolfor
probe compensation adjustments

Ground spring:ProVides shorter grounding
path for better signa|integr ty

Locating sIeeVe:Using locating sleeve Cou|d ensure the
stability and re"ab"ity ofthe tip exposed to the test point

Marker Rings:AttaCh the matched color rings° nto the probe

cab|e and shaftto identify different channels
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z2\Review this user manua carefully to avoid injury and prevent damage to th s
product or any products Connected to t To aVoid potent a|hazards,use this
product onIy as spec fied

△ The measurement category of a combina刂 on ofa PROBE AssEMBLY and an
accessory stheloWerofthe measurementcategories ofthe PROBE AssEMBLY
and ofthe accessory

△ Ifthe PROBEAssEMBLYis usedin a mannernotspec1ed bythe manufacturer,
the protect on proVided bythe PROBE AssEMBLY may beimpa red


