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FOR FURTHER TECHNICAL
DETAILS ON THIS
PRODUCT REQUEST
CATALOGUE REFERENCE
AND DISCUSS.
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Castle Hill NSW.............Tel: (02) 680 3222.....Fax: (02) 894 5719

O R D E R  L I N E S

Tel: 01-501822  Fax: 01-502710

O R D E R  L I N E S
S E E  I N S I D E  F R O N T  C O V E R  F O R
DETAILS OF YOUR LOCAL SALES OFFICEV

S Y M B O L S

T E C H N I C A L

SPECIFICATIONS
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A U T O D R A I N S E R I E S A D

AD202-02 ( 1⁄4)

AD402-04 ( 1⁄2)

AD600-06 ( 3⁄4)

AD600-10 (1 )

Type AD202 AD402 AD600

Operating Pressure 0.15 - 0.99  MPa 0.3 - 0.99 MPa

Max. supply pressure 15 Bar

Ambient and fluid temperature -5 - 60°C

Port size 1⁄4 1⁄2 3⁄4,  1

Drain port 1⁄4 3⁄8 3⁄4,  1

D I M E N S I O N S

A D  S E R I E S A U I T O D R A I N S

AU T O DR A I N SE R I E S AD
Po r t  S i z e s  1⁄4~1  
F l oa t  t ype  au toma t i c  d r a i n  v a l v e
AD600  t ype  a l s o  ha s  m anua l  o ve r r i d e

S T O C K E D P R O D U C T S
FOR A LIST OF STOCKED PRODUCTS,
PLEASE SEE THE CURRENT SMC PRICE LIST


