SANYO Amorphous Silicon Solar Cells Speccification
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a:101 | b:10] Module Thickness (EYa-4E) :1.3nmMAX

Wire-Overcoat thickness:2.5mmMAX (including Module)
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2.Rated Specifications (at 25%)

[tem Specifications (Initial)
2.1 Open circuit voltage:Voc ,
t 50kLx SS
BiEE Typical 6.8V a X
2.2 Short circuit Current:lsc ,
t 50kLx SS
EEE% Typical 18.9mA a X
2.3 Operating Voltage & Minimum 4.5V - 13.9mA et 50kLx SS
Operating Current:Vope-lope - — - — - —— - — - —— - —— = —— — —]
BEHE Typical 4.5V - 17.4mA at 50kLx SS

Typical 4.5V - 38.6mA at AM-1.5 100mW/cne

2.4 Maximum output:Pmax & Vop=5.2V
, ) (reference) 85mW
optimum operating Volt:Vop lop=16.4nA at 50kLx SS
opeimum operating Current:lop - - - - T - T T T T =
Vop=5.2V
LN D) (reference) 180mW

lop=34.7TmA at AM-1.5 100mW/cme

2.5 Working temperature range:Topr

BESENE 10 to 60%

2.6 Storage temperature range:Tstg

AEARRE -20 to 70T

SS:Solar Simulator
SANYO Amorton Co., Ltd.



Characteristics
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The data are meant to show standard electric characteristics onl
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to guarantee the characteristics.

SANYO Amorton Co.,Ltd.

2011/7/12




Dependence of Qutput on Il lumnation
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*The data are meant to show standard electric characteristics only ., not intended
to guarantee the characteristics.
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Dependence of Qut put on Tenper at ure

1.Model : AM-5814
2.0utside Dimension:  60.1mm x 55.1mm
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*The data are meant to show standard electric characteristics only ., not intended
to guarantee the characteristics.
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