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L JOCR 3000 G Il EP4

TECHNOLOGY (Top Third Diffused)
Features Recommended Maximum Ratings
m Top third diffused lens package Reverse voltage 5.0V
m Low current requirements D.C. forward current 30mA
= ngh hght output Pulse current (10% duty cycle 0-1ms pulse width) 100mA
n Reliabie and rugged Operating temperature range -25°C to +85°C
m IC. compatible
Storage temperature range -25°C to +100°C
Lead soldering temperature (1-6mm from body) +260°C for 5 secs.
(Ta=25°C)
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Colour TYP.- | MAX. | MIN. | TYP.
L 02 R 3000 G 1 EP4 GaP Green Green Diffused 567 21 | 30 | 148 | 52:8 35° 228-4985
L 02 R 3000 G 2 EP4 GaP Green White Diffused 567 21 | 30 | 148 | 528 3 | |
LO3R 3000 G1EP4 | GaAsP on GaP Yeliow Yellow Diffused 585 21 | 30 [ 145 | 519 35° 228-4991
L 03 R 3000 G 2EP4 GaAsP on GaP Yellow White Diffused 585 241 30 | 145 | 519 35° ’
LO4R3000G 1 EP4 GaAsP on GaP Orange Orange Diffused 635 21 30 .| 13.0 | 463 35°
L 04 R 3000 G2EP4 | GaAsP on GaP Orange White Diffused 635 21 | 30 | 130 | 463 35°
L4RR 3000 G1EP4 | GaAsPon GaP | Hi-Eff. Red Red Diffused 635 21 | 30 | 130 | 463 30 2284979
L 05 R 3000 G 1 EP4 GaP Red Red Diffused 700 21 | 30 | 30 | 107 35°
L 05 R 3000.G 2 EP4 GaP Red White Diffused 700 21| 30 | 30 | 107 35°
LO7R3000 G1EP4 | GaAlAsonGaAs | S'Bright Red | Red Diffused 660 17 | 22 | 115 | 460 | 3s° 228-5001
LO7R3000 G2EP4 | GaAlAsonGaAs | S'Bright Red | White Diffused 660 17 | 22 | 115 | 460 s | [
LURR3000G 1 EP4 | GaAiAsonGaAlAs | UBright Red | Red Diffused 660 19 | 25 | 229 | 915 35° 228-5023
LURR 3000 G2 EP4 |GaAlAsonGaAlAs | U'Bright Red | White Diffused 660 19 | 25 | 229 | 915 350} ’
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1. All dimension are in mm, tolerance is 0-25mm unless otherwise stated.
2 An epoxy meniscus may extend about 1-0mm down the leads.
3. Burr around bottom of epoxy body may be 0-5mm maximum.

SFECIFICATICNS ARE SUBJECT TO CHANGE WITHOUT NOTICE
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