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MFB models

MSB models

Delay lines Assembled Cables

Part number
Delay
(ns)

0.5
1.0
2.0
3.0
4.0
5.0
6.0
8.0

10.0
16.0
20.0
32.0
64.0

MFB.00.250.RTE005
MFB.00.250.RTE010
MFB.00.250.RTE020
MFB.00.250.RTE030
MFB.00.250.RTE040
MFB.00.250.RTE050
MFB.00.250.RTE060
MFB.00.250.RTE080
MFB.00.250.RTE100
MFB.00.250.RTE160
MFB.00.250.RTE200
MFB.00.250.RTE320
MFB.00.250.RTE640

Part number

MSB.00.250.RTE005
MSB.00.250.RTE010
MSB.00.250.RTE020
MSB.00.250.RTE030
MSB.00.250.RTE040
MSB.00.250.RTE050
MSB.00.250.RTE060
MSB.00.250.RTE080
MSB.00.250.RTE100
MSB.00.250.RTE160
MSB.00.250.RTE200
MSB.00.250.RTE320
MSB.00.250.RTE640

Part number
Length
(cm)

10
20
30
40
50
60
80

100
150
200
300
400
500

MFB.00.250.LTE010
MFB.00.250.LTE020
MFB.00.250.LTE030
MFB.00.250.LTE040
MFB.00.250.LTE050
MFB.00.250.LTE060
MFB.00.250.LTE080
MFB.00.250.LTE100
MFB.00.250.LTE150
MFB.00.250.LTE200
MFB.00.250.LTE300
MFB.00.250.LTE400
MFB.00.250.LTE500

Part number

MSB.00.250.LTE010
MSB.00.250.LTE020
MSB.00.250.LTE030
MSB.00.250.LTE040
MSB.00.250.LTE050
MSB.00.250.LTE060
MSB.00.250.LTE080
MSB.00.250.LTE100
MSB.00.250.LTE150
MSB.00.250.LTE200
MSB.00.250.LTE300
MSB.00.250.LTE400
MSB.00.250.LTE500

Note: the standard cable used to manufacture these cable assemblies is CCH.99.281.505 (LEMO) as per IEC.50.2.1 standard. On request this type of
cable can be replaced by other coaxial cables. Other cable lengths are available on request.

Plug Caps

10
.4

10

ø
 7

.5

60

Part number

BFA.00.100.PCSG

Weight
(g)

0.7

Note: upon request this cap can be supplied in black and the last letter
“G” of the part number should be replaced with “N”.

Fitting of the cord

Slide the plug into the loop of the cord. Place the loop
into the groove in front of the collet nut and tighten the
loop.

BFA

● Body material: Polyoxymethylen (POM) grey
● Cord material: Polyamid 6, white
● O-ring material: Silicone rubber
● Maximum operating temperature: 100°C 
● Watertightness: IP61 according to IEC 529

Assembled Cables

Accessories
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