2 PENTAIR

CLAMP COVER, TYPE 4

INDUSTRY STANDARDS

JUNCTION BOXES CLAMP COVER

SPECIFICATIONS

16 or 14 gauge steel

Seams continuously welded and ground smooth

Stainless steel screw-down clamps on four sides of door
Bonding provision on cover

Oil-resistant gasket

Weldnuts provided for mounting optional panels and terminal
block kits in size 6.00 x 4.00 in. (152 x 102 mm)] and larger

» External welded-on mounting brackets for easy installation

FINISH
ANSI 61 gray polyester powder paint inside and out

ACCESSORIES

See also Accessories.

Fast-Operating Clamp-Cover Junction Box Clamp
Panels for Junction Boxes

UL 50, 50E Listed; Type 4, 12, 13; File No. E27525

cUL Listed per CSA C22.2 No. 94; Type 4, 12, 13; File No. E27525
UL 508A Listed; Type 4, 12, 13; File No. E61997

cUL Listed per CSA C22.2 No. 94; Type 4, 12, 13; File No. E61997

Junction Box and Wall-Mount Enclosure Swing Out Panel Kit
Terminal Block Kit Assembly for Junction Boxes

MODIFICATION AND CUSTOMIZATION

NEMA/EEMAC Type 4, 12, 13
CSA, File No. 42184: Type 4,12
IEC 60529, IP66

APPLICATION

Clamps on all four sides securely close this enclosure to protect
components in indoor or outdoor applications, yet are easy to
remove for access and modifications.

Standard Product

Hoffman excels at modifying and customizing products to your
specifications. Contact your local Hoffman sales office or distributor
for complete information.

BULLETIN: A5INF

Panel Size
Conductive DxE
Catalog Number  AxBxCin./mm ULListed Gauge Panel  Panel in./mm
ALOLNF 4.00x 4.00 x 3.00 508A 16 No Panel  No Panel No Panel
102x102x 76 No Panel
AG6OLNF 6.00 x 4.00 x 3.00 508A 16 A6P4 A6P4G 4.88x2.88
152x102x76 124x73
ABO6NF 8.00x 6.00 x 3.50 50, 50E 14 ABP6 ABP6G 6.75x4.88
203x152x 89 17 x124
A606NF 6.00 x 6.00 x 4.00 50, 5OE 16 A6P6 A6P66 4.88x4.88
152 x 152 x 102 124 x 124
AT008NF 10.00x8.00x4.00 50, 50E 14 A10P8 A10P8G 8.75x6.88
254203 x 102 222x175
A1210NF 12.00x10.00x5.00 50, 50F 14 A12P10  A12P106 10.75x 8.88
305 x 264 x 127 273x 225
AT412NF 14.00x12.00x 6.00 50, 50E 14 A14P12  A14P126 12.75x10.88
356 x 305 x 152 324x276
AT614NF 16.00x 14.00x 6.00 50, 50E 14 AT6P14  A16P146 14.75x12.88
406 x 356 x 152 375x 327

Mounting Overall

GxH LxW F J K M N T v Y
in./mm in./mm in/mm in/mm in/mm in/mm in/mm in/mm in/mm in./mm
4.75x2.00 5.50x5.38 - 2.62 0.54 1.38 1.38 3.00 = =
121 x51 140x 137 - 66 14 35 35 76 - -
6.75x2.00 7.50x5.38 2.53 2.62 0.54 1.38 2.38 3.00 0.31 0.56
171 x51 191x137 (13 66 14 35 60 76 8 14
8.75x 4.00 9.50x7.38 3.03 3.12 0.56 2.38 3.38 5.00 0.25 0.62
222 x102 241x187 77 79 14 60 86 127 6 16
6.75x 4.00 7.50x7.38 3.53 3.62 0.54 2.38 2.38 5.00 0.31 0.56
171x102 191x187 90 92 14 60 60 127 8 14
10.75x6.00 11.50x9.38  3.53 3.62 0.56 3.38 1.50 7.00 0.25 0.62
273 x152 292x 238 90 92 14 86 38 178 6 16
12.75x8.00 13.50x11.38 4.53 4.62 0.56 2.00 3.00 9.00 0.25 0.62
324x 203 343 x 289 15 17 14 51 76 229 6 16
14.75%10.00 15.50x13.38 5.53 5.62 0.56 2.00 3.00 1.00 025 0.62
375 x 254 394 x 340 140 143 14 51 76 279 6 16
16.75%x12.00 17.50x15.38 5.53 5.62 0.56 3.50 1.50 13.00 025 0.62
425x 305 445 x 391 140 143 14 89 38 330 6 16

Purchase panels separately. Optional stainless steel, conductive, composite and aluminum panels are available for most sizes.

1 MILD STEEL

SUBJECT TO CHANGE WITHOUT NOTICE

EQUIPMENT PROTECTION
Spec-00279 D



JUNCTION BOXES CLAMP COVER ‘Z@Ww

W
—K BONDING PROVISION i T?A{ngé oe
=== e = = = = = = = - r;*AEE:?EE —_— = = = ==
| LY s = =
.38 :
| FESS S om T Ty | = |
J e — (FLANGE = e —
| g WIDTH) | C | = |
i \ \ i | |
Y | oy ==L === —==—2 | Y | £ = — =
=T N 25 L JLN\ AL
44
L PANEL
T mm ‘ (ORDER SEPARATELY)
I L 1
75 75 Clamp Bracket Locations
19 mm A 19 mm
BODY
.31 4*1452m ///7 CLAMP
8 mm 9.3 £n BRACKET

//78 rm 1.25 [ o
32 mm

GB QB $7 BODY

= CLAMP
= = BRACKET
1.25 © [
32 mm
G j“'@ A1008NF
—
SECTION Y-Y M o

=3}

JEN o

M BODY  CLAWP
BRACKET
i = =
© )
1,05 1 @
32 mm AT210NF
A1412NF
d] 13
% © (@)

\ = =
Mo =N ANk
BODY
Mo B
©

[¢]
W.ZBTE[

32 mm

A1614NF
f B

© [©)
\ & W

Mo d jPN

C2479-C

EQUIPMENT PROTECTION PH 763.422.2211 « ¢ FAX 763.422.2600 « « PENTAIRPROTECT.COM MILD STEEL
Spec-00279 D


http://www.pentairprotect.com

